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VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER.

THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
LOCATIONS PRIOR TO INSTALLATION.

ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH
MSHA STANDARDS.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW
SIGNAL, UNLESS OTHERWISE NOTED.

ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
EACH CABLE. | |

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
CONFLICTS SHOULD ARISE THE CCNTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TGO MEET CLEARANCES
AS SPECIFIED IN MD 816,03, MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

REMOVE ALL SIGNAL POLE FOUNDATIONS 12 INCH BELOW GRADE.

:RIGHT-OF —WAY INFORMATION AS SHOWN ON

PRINCE GEORGE’S COUNTY PLAT NOS. 82.12, 99.31, AND 140.55.
CONSTRUCTION DETAILS

A.INSTALL NEW SIDEWALK AND RAMP,

(STANDARD NO. MD 655.12 (MOD.), AND MD 655.40).

B. INSTALL STANDARD TYPE A CURB AND GUTTER,

(STANDARD NO. MD 620.02).
. INSTALL NEW 5 INCH CONCRETE SIDEWALK.

o

D. INSTALL CUT—-THROUGH ISLAND OPENING,

(STANDARD NO. 655.21 (MOD.) AND MD 655.40).

. INSTALL MODIFIED TYPE A BACK CURB (O TC 8 INCH HEIGHT).

. INSTALL GEQTEXTILE CLASS ST AND CLASS I RIP RAP FOR

SLOPE AND CHANNEL PROTECTION.

G.REMOVE TRAFFIC BARRIER AND TRAFFIC BARRIER END TREATMENT
WHERE MEDIAN CUT-THROUGH IS BEING INSTALLED.

H. INSTALL TRAFFIC BARRIER AND TYPE D TRAFFIC BARRIER
END TREATMENT (STANDARD NO. 605.05).
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